MACHINING AND CUTTING

Hydraulic
Bending Machine

Hydraulic 3-rolls bending machine for bending thick and rolled profiles with different section

and tubes with a large bending radius. Tubes and profiles spiral bending.

TECHNICAL SPECIFICATIONS

Shaft Diameters mm 2 60

Roll Diameters mm 2177
Turning Speed 5 m/min 5

Driving roll pCs. 3

Motor Power kW 2,2+1,5
Dimensions mm 1160 x 1000 x 1175
Power supply kW/Hz/phase 380/50/3

Both horizontal and vertical working options

1set of induction hardened rolls made by special steel
- All rolls (shafts) are driven through planetary gearbox and motor
» 3-axis side supports with movement:
Z (Front-Back) - manual
U (Up-Down) - manual
C (Left-Right) - manual
- Side supports accommodate angle bending
- Portable control panel
« Vertical or horizontal operation
- Hydraulic/electrical overload protection

- Digital indication of axes X, Y



MACHINING AND CUTTING

The data is from material 240 N/mm

i Dimensions Min.internal
profile Type (mm) diameter mm) Note
1 Thick square @ 40x40 500 o
20x20 300
2 Bus - short T 70x10 600 o
30x10 250

50x5 250
4 T-profile side @ 60x7 600 o
20x3 250
5 T-profile base ‘l:lé 60x7 600 o
20x3 250
6 T-profile narrow side e S0 500 o}
20x3 250
7 L-profile j S0 S0 oce
30x3 250
8 L-profile @ SO 1009 o
30x4 350
9 Square tube ﬁ 60x60x4 * o] )
10 Rectangular tube ﬁ 80x40x3 * oce
. . @ 40 500
1 Q oe
Thick round material @ 20 200
@ 2"'%x3.9 600
12 Tube m °
@1/2"x2.7 250
@ 60x2 600
13 Tube o —0 °
@ 20x1 250
14 UPN profile ﬁ UPN 80 550 oe
UPN 30 250
15 UPN profile @ UPN 80 800 oe
UPN 30 250
16 UPN profile @ UPN 80 800 o4
UPN 30 250
17 IPN profile g IPN 80 600 oe
18 IPN profile m IPN 80 600 CYN

O Standard rolls set
® Special rolls set

A A device set against deformation when UIH bending



